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VAPPRO 837C
NATO STOCK NUMBER:

PENDING

DESCRIPTION FEATURES

 WATER BASED CORROSION INHIBITOR COATING
FOR INDOOR USE

VAPPRO 837C is a water based vapour corrosion inhibitor for indoor use specially developed to

replace conventional oil inhibitor.

VAPPRO 837C VCI Liquid has excellent corrosion inhibition properties for combating corrosion on

copper, steel, brass, iron and etc. The vapour phase inhibitors in VAPPRO 837C migrate and envelope

metal surfaces with corrosion protection ions. Coils, stacks and sheet metal protected by VAPPRO

837C are always ready for use.

There is no cleaning or degreasing required on metals that are protected by VAPPRO 837C VCI

Liquid.  Hence, minimizing trade effluent discharge.

Protected metal will retain a rust free and clean surface, without affecting the conductivity

properties and appearance of the metal.

RoHS COMPLIANT
EUROPEAN COMMUNITY
DIRECTIVE 2002/95/EC

A member of

A member of

Contains vapour phase inhibitors which

provide multi-metal corrosion protection

Leave a thin, self healing VCI Film

Provides immediate corrosion protection

No degreasing needed for protected metals

Easy to apply

Biodegradable

Effective and gives up to 12 months indoor

protection



AREAS OF USE

Appearance

Clear to hazy Amber

Liquid

Drying Time

< 30 minutes

Corrosion resistance

Up to 12 months

pH

9 ± 0.5
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PHYSICAL PROPERTIES

AVAILABLE PACKAGING

20 Liters Pail / 200 Liters Drum

Corrosion protection for all grades of cold and hot rolled steel

Corrosion inhibition for tinplate

Corrosion protection of metals in process between pickling and
annealing after stamping

Corrosion protection of metals after quenching and drawing processes

Edge spray of coils and sheet stock

Void space

Double wall void spaces

Fogging

By Spray or fog within enclosures or direct on metal

DIRECTION OF USE

Specific Gravity

1.02 ± 0.05

Coverage
30m²/liter to 45m²/liter

Removal methods

Water

Flash point

Non-Flammable

For more information about the product or
any technical support, please contact us or
our authorized distributor:

Magna International Pte Ltd

10H, Enterprise Road,

Singapore 629834.

Tel (65) 6788-1228

Fax (65) 6785-1497

Email  info@magnachem.com.sg

Website http://www.magnachem.com.sg
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Magna and Vappro are registered trademarks of Magna International Pte Ltd.

NORTH AMERICAHEADQUARTERS, SINGAPORE

1450 Government Road West

Kirkland Lake, Ontario P2N 2E9

Canada

Tel 1.416 479 9151

Fax 1.888 317 1993

Email magna@vappro.com

Website: http://www.vappro.com


